Power life

your

& Specifications

Nominal Voltage(V)
12V

Nominal Capacity

20 hour rate (2.75A to 10.50V) 55Ah
10 hour rate (5.225A to  10.50V) 52.25Ah
5 hour rate (9.35A to 10.20V) 46.75Ah
1 C (55A to 9.60V) 29.33Ah
3 C (165A to 9.60V) 19.25Ah

Approx. 15.1kg(33.22Lbs.)

Internal Resistance (at 1KHz)
Approx. 6.9 mQ

Maximum Discharge Current for

5 seconds: 660A

Charging Methods at 25°C(77°F)

Valve Regulated Lead Acid Battery

226+%(8.90+55:)
135+7(5.31%50;)
207+%(8.15+003)

214+%(8.43%0%3)

Description of torque value of hard ware for the terminals:

Maximum Charging Current : 16.5A Recommended torque value M6:7 N-m (71 kgf-cm)
Standby use: Maximum allowable torque value M6: 10 N-m (102 kgf-cm)
Float Charging Voltage 13.5to 13.8V = = L mm(inch)
Coefficient -3.0mV/°C/cell /A
S
Operating Temperature Range ¥ ;!;é/
Charge -15C(5°F)  to 40°C (104°F) © © (M6 Bolt)
Discharge -15C(5°F) to 50°C (122°F) L& o = 6 F8
-15° ° X ° 226+%(8.90+ 5% 135+2(5.315% )

Storage 15°C (5°F) to 40°C (104°F) i = —= _‘I_ | |
Charge Retention (shelf life) at 20°C(68°F)
1 month 97% -
3 month 92% wpsssizn | &) £
6 month 85% T

€D | ol e
Case Material £ 3
ABS UL94 HB Pb
Option: Flammability resistance of (UL94 V-0)

EUROBAT(20°C): 3-5 YEARS STANDARD COMMERCIAL F8
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Head Quarter Service TEL: +886-49-2254-777 FAX: +886-49-2255-139 E-mail: sales@mail.klb.com.tw

TEL: +1-949-328-7936  FAX: +1-949-266-9917
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KUNG LONG BATTERIES INDUSTRIAL CO., LTD.

USA Customer Service E-mail: sales@kunglong.com
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Vietnam Customer Service TEL: +84-272-3779666 FAX: +84-272-3779476 E-mail: sales@mail.klb.com.tw




