LONG
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Nominal Voltage(V)

12v

Nominal Power

15 mins rate: 505W/cell to 1.67V/cell
Nominal Capacity

20 hour rate (6.5A to  10.50V) 130Ah
10 hour rate (12.35A to  10.50V) 123.5Ah
8 hourrate (14A to  10.50V) 111.8Ah
5 hourrate (221A  to  10.20V) 110.5Ah
Weight

Approx. 42kg(92.4Lbs.)
Internal Resistance (at 1KHz)

Approx. 4 mQ
Maximum Discharge Current for

5 seconds: 1300A

Short Circuit Current (A) IEC 60896 -21-22

3183A
Charging Methods at 25°C(77°F)

Maximum Charging Current : 39A
Boost Charging Voltage 14.1 to 14.4V
Boost Charge Time 8-9Hr
Float Charging Voltage 13.51t0 13.65V

Coefficient -3.0mV/C/cell
Operating Temperature Range

Charge -15°C(5°F) to 45°C(113°F)
Discharge -15°C(5°F) to 50°C(122°F)
Storage -15°C(5°F) to 40°C(104°F)
Charge Retention (shelf life) at 20°C(68°F)

1 month 989%
3 month 949
6 month 859%

Case Material

ABS UL94 HB

Option: Flammability resistance of (UL94 V-0)
Design Life

Expected Trickle Design Life: 10-12 years at 20C
according to Eurobat.
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Discharge Time

High Temperature Batteries

& Dimensions
Length (L)

Width (W)

Height (H)

Overall Height (HT)
Terminal
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Description of torque value of hard ware for the terminals:

Recommended torque value
Maximum allowable torque value

M6:7 N-m (71 kgf-cm)
M6: 10 N-m (102 kgf-cm)

mm(inch)
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Effect of Temperature on Capacity 25°C (77°F)
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- PERFORMANCE DATA
Discharge Rates in Watts to Various End Voltages at 25°C(77°F)
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Capacity Retention Characteristic
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1.65V
925 950
872 883
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623 628
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- Discharge Rates in Amperes to Various End Voltages at 25°C(77°F)
End Voltage
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620 650
552 572
500 510
475 485
379 384
346 352
270 275
212 215
147 150
125 126
118 120
78.4 78.8
59.7 60.5
49.1 49.5
31.2 315
24.2 24.4
22.4 225
14.4 14.5
6.83 6.84

All data on the spec. sheet is an average value:

The tolerance range : X<6min(+15%~-15%), 6min=X<10min(+12%~-12%),10min =X < 60min(+8% ~-8%), X=60min(+5%~-5%)
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KUNG LONG BATTERIES INDUSTRIAL CO., LTD.
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Contents in this data sheet are subject to change for improvement without prior notice to users. For clarifications and updated information, please contact us.




